COPYRIGHT © Hangzhou EZVIZ Software Co., Ltd.. ALL RIGHTS RESERVED.

Any and all information, including, among others, wordings, pictures, graphs are the
properties of Hangzhou EZVIZ Software Co., Ltd. (hereinafter referred to as “EZVIZ").
This user manual (hereinafter referred to as “the Manual”) cannot be reproduced,
changed, translated, or distributed, partially or wholly, by any means, without the
prior written permission of EZVIZ. Unless otherwise stipulated, EZVIZ does not make
any warranties, guarantees or representations, express or implied, regarding to the
Manual.

About this Manual

The Manual includes instructions for using and managing the product. Pictures,
charts, images and all other information hereinafter are for description and
explanation only. The information contained in the Manual is subject to change,
without notice, due to firmware updates or other reasons. Please find the latest
version in the EZVIZ ™ website (http:/www.ezvizlife.com).

Revision Record

New release — January, 2019
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EzVIZ ™, 2 ™, and other EZVIZ's trademarks and logos are the properties of
EZVIZ in various jurisdictions. Other trademarks and logos mentioned below are the
properties of their respective owners.
Legal Disclaimer
TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THE PRODUCT
DESCRIBED, WITH ITS HARDWARE, SOFTWARE AND FIRMWARE, IS PROVIDED
“AS IS", WITH ALL FAULTS AND ERRORS, AND EZVIZ MAKES NO WARRANTIES,
EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY,
SATISFACTORY QUALITY, FITNESS FOR A PARTICULAR PURPOSE, AND NON-
INFRINGEMENT OF THIRD PARTY. IN NO EVENT WILL EZVIZ, ITS DIRECTORS,
OFFICERS, EMPLOYEES, OR AGENTS BE LIABLE TO YOU FOR ANY SPECIAL,
CONSEQUENTIAL, INCIDENTAL, OR INDIRECT DAMAGES, INCLUDING, AMONG
OTHERS, DAMAGES FOR LOSS OF BUSINESS PROFITS, BUSINESS INTERRUPTION,
OR LOSS OF DATA OR DOCUMENTATION, IN CONNECTION WITH THE USE OF THIS
PRODUCT, EVEN IF EZVIZ HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH
DAMAGES.
TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, IN NO EVENT SHALL
EZVIZ'S TOTAL LIABILITY FOR ALL DAMAGES EXCEED THE ORIGINAL PURCHASE



PRICE OF THE PRODUCT.

EZVIZ DOES NOT UNDERTAKE ANY LIABILITY FOR PERSONAL INJURY OR
PROPERTY DAMAGE AS THE RESULT OF PRODUCT INTERRUPTION OR SERVICE
TERMINATION CAUSED BY: A) IMPROPER INSTALLATION OR USAGE OTHER THAN
AS REQUESTED; B) THE PROTECTION OF NATIONAL OR PUBLIC INTERESTS; C)
FORCE MAJEURE; D) YOURSELF OR THE THIRD PARTY, INCLUDING WITHOUT
LIMITATION, USING ANY THIRD PARTY'S PRODUCTS, SOFTWARE, APPLICATIONS,
AND AMONG OTHERS. REGARDING TO THE PRODUCT WITH INTERNET ACCESS,
THE USE OF PRODUCT SHALL BE WHOLLY AT YOUR OWN RISKS. EZVIZ SHALL NOT
TAKE ANY RESPONSIBILITES FOR ABNORMAL OPERATION, PRIVACY LEAKAGE OR
OTHER DAMAGES RESULTING FROM CYBER ATTACK, HACKER ATTACK, VIRUS
INSPECTION, OR OTHER INTERNET SECURITY RISKS; HOWEVER, EZVIZ WILL
PROVIDE TIMELY TECHNICAL SUPPORT IF REQUIRED.SURVEILLANCE LAWS AND
DATA PROTECTION LAWS VARY BY JURISDICTION. PLEASE CHECK ALL RELEVANT
LAWS IN YOUR JURISDICTION BEFORE USING THIS PRODUCT IN ORDER TO
ENSURE THAT YOUR USE CONFORMS TO THE APPLICABLE LAW. EZVIZ SHALL
NOT BE LIABLE IN THE EVENT THAT THIS PRODUCT IS USED WITH ILLEGITIMATE
PURPOSES.

IN THE EVENT OF ANY CONFLICTS BETWEEN THE ABOVE AND THE APPLICABLE
LAW, THE LATTER PREVAILS.



Obsah balenia

Suprava skrutiek (1 x) Sabléna na vftanie (1 x)

i

Napéjaci adaptér (1x)  Regulacné informéacie (1 x) Prirucka so stru¢nym
navodom (1 x)

o Vzhlad kamery zavisi od zakipeného modelu.



Zakladné informacie

Nazov
Indikator LED

Karta Micro SD
(predéava sa samostatne)

Tlacidlo obnovenia
nastaveni

Mikrofén
Reproduktor

_.----0Zasuvka na kartu
) MicroSD

*----o Tlacidlo obnovenia
nastaveni

-© Indikéator LED
- Reproduktor

Popis

Neprerusovana cervena: Kamera sa spusta.

Pomalé blikanie nacerveno: Zlyhalo pripojenie k sieti
Wi-Fi.

Rychle blikanie nacerveno: Vynimka

zariadenia (napr. chyba karty MicroSD).

Neprerusovand modra: Video sa zobrazuje

alebo prehrava v aplikacii EZVIZ.

Pomalé blikanie namodro: Kamera funguje spravne.
Rychle blikanie namodro: Kamera je pripravend na
pripojenie k sieti Wi-Fi.

Pred pouzitim kartu inicializujte v aplikécii EZVIZ.

Podrzanim na 5 sekund restartujete zariadenie a nastavite
predvolené hodnoty véetkych parametrov.

Na vstup zvuku.

Na vystup zvuku.
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Port napajania o----- - --oPort siete Ethernet

Nastavenie

1 zapnutie

Pripojte napéjaci kébel ku kamere a potom pripojte napéajaci adaptér do
zéasuvky podla zobrazenia na obrazku nizsie.

Sietova zésuvka

Napéjaci kabel
0 Rychle blikanie indikatora LED namodro znamend, Ze kamera je zapnutd
a pripravena na konfiguraciu siete Wi-Fi.



2 Nastavenie kamery

1. Vytvorenie pouzivatel'ského Gctu
- Pripojte svoj mobilny telefon k sieti Wi-Fi pomocou siete 2,4 GHz.
- Vyhl'adajte nézov ,EZVIZ" v obchode App Store alebo Google Play™),
- Stiahnite si a nainstalujte aplikaciu EZVIZ.
- Spustite aplikaciu.
- Vytvorte a zaregistrujte pouzivatel'sky Gcet EZVIZ podla sprievodcu pri spusteni.

0 Kamera pouziva signdl siete Wi-Fi 2,4 GHz. Ak mate dvojpasmovy smerova¢
s oddelenymi sietami pre 2,4 GHz a 5 GHz, skontrolujte, ¢i je vas telefén
pripojeny k sieti so signdlom 2,4 GHz.

2. Pridanie kamery do uc¢tu EZVIZ
- Prihlaste sa do svojho uétu pomocou aplikacie EZVIZ.
- Na domovskej obrazovke tuknite na symbol ,+“ v pravom hornom rohu, aby ste
presli do rozhrania skenovania QR kédu.

- Postupuijte podla sprievodcu aplikacie EZVIZ a dokoncite konfiguréciu siete Wi-Fi.
Podrzte tlacidlo obnovenia nastaveni na 5 s v ktoromkolvek z nasledujicich
pripadov:

« Zlyhalo pripojenie kamery k sieti Wi-Fi.
+ Chcete vybrat ind siet Wi-Fi.



InStalacia (volitelné)
1 Instalacia karty Micro SD (volitelné)

1. Otacajte gulovym dielom nahor, pokym neuvidite otvor na kartu.

2. Vlozte kartu Micro SD (predéva sa samostatne) do otvoru na kartu podla
zobrazenia na obrazku nizsie.

- - - Touto stranou

i nahor

erviz ( ) Serviz (

o Po nainstalovani karty Micro SD ju pred pouzitim inicializujte
v aplikécii EZVIZ.

3.V aplikacii EZVIZ klepnite na polozku Storage Status (Stav uloziska)
v rozhrani nastavenia zariadenia, aby ste skontrolovali stav karty SD.

4. Ak sa stav pamatovej karty zobrazuje ako Uninitialized (Neinicializované),
tuknutim ju inicializujte.

0 Stav sa zmeni na Normal (Normalne) a je mozné ukladat videa.



2 Instalacia zakladne

Kameru je mozné umiestnit vodorovne alebo pripevnit na strop. Ako priklad
pouzijeme montaz na strop.

- Uistite sa, Ze je strop dost pevny, aby udrzal trojnasobni hmotnost
kamery.

+ Kameru neumiestnite do oblasti s velkou intenzitou osvetlenia, ktoré
by smerovalo priamo do objektivu kamery.

- Umiestnite Sablénu na vitanie na povrch, ktory ste zvolili na montaz kamery.

- (Len pre beténové steny/stropy) Vyvrtajte otvory na skrutky podla Sablony
a vlozte do nich tri hmozdinky.

- Na pripevnenie zékladne kamery podla $ablény pouzite tri kovové skrutky.

o @ Sabléna na vitanie

O@ Hmozdinky

o @ Kovové skrutky

a Po nainstalovani zékladne v pripade potreby odstrante $ablénu na
vitanie.



3 Instalacia kamery

Pripojte kameru k zakladni a otac¢ajte ju v smere hodinovych ruciciek, pokym
nebude pripevnena.
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0 Po nainstalovani kamery prejdite do aplikdcie EZVIZ a prevréatte obraz
kamery.

o Podrobné informécie néjdete na stranke www.ezvizlife.com.

VYSTAVENIE VYSOKOFREKVENCNEMU ZIARENIU

Frekvencné pasma a nominalne limity vysielanej energie (vyzarovanej alebo
vedenej), ktoré sa vztahujd na toto vysielacie zariadenie, st nasleduijtice:

Pasmo Wi-Fi 2,4 GHz
Frekvencia 0d 2,412 GHz do 2,472 GHz
Vysielaci vykon (EIRP) 60 mW



