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Trademarks Acknowledgement

 ™,  ™, and other EZVIZ’s trademarks and logos are the properties of EZVIZ in 
various jurisdictions. Other trademarks and logos mentioned below are the properties of 
their respective owners.
Legal Disclaimer
TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THE PRODUCT 
DESCRIBED, WITH ITS HARDWARE, SOFTWARE AND FIRMWARE, IS PROVIDED “AS 
IS”, WITH ALL FAULTS AND ERRORS, AND EZVIZ MAKES NO WARRANTIES, EXPRESS 
OR IMPLIED, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY, SATISFACTORY 
QUALITY, FITNESS FOR A PARTICULAR PURPOSE, AND NON-INFRINGEMENT OF THIRD 
PARTY. IN NO EVENT WILL EZVIZ, ITS DIRECTORS, OFFICERS, EMPLOYEES, OR AGENTS 
BE LIABLE TO YOU FOR ANY SPECIAL, CONSEQUENTIAL, INCIDENTAL, OR INDIRECT 
DAMAGES, INCLUDING, AMONG OTHERS, DAMAGES FOR LOSS OF BUSINESS PROFITS, 
BUSINESS INTERRUPTION, OR LOSS OF DATA OR DOCUMENTATION, IN CONNECTION 
WITH THE USE OF THIS PRODUCT, EVEN IF EZVIZ HAS BEEN ADVISED OF THE 
POSSIBILITY OF SUCH DAMAGES. 
TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, IN NO EVENT SHALL 
EZVIZ’S TOTAL LIABILITY FOR ALL DAMAGES EXCEED THE ORIGINAL PURCHASE PRICE 
OF THE PRODUCT. 
EZVIZ DOES NOT UNDERTAKE ANY LIABILITY FOR PERSONAL INJURY OR PROPERTY 
DAMAGE AS THE RESULT OF PRODUCT INTERRUPTION OR SERVICE TERMINATION 
CAUSED BY: A) IMPROPER INSTALLATION OR USAGE OTHER THAN AS REQUESTED; 
B) THE PROTECTION OF NATIONAL OR PUBLIC INTERESTS; C) FORCE MAJEURE; D) 
YOURSELF OR THE THIRD PARTY, INCLUDING WITHOUT LIMITATION, USING ANY THIRD 
PARTY’S PRODUCTS, SOFTWARE, APPLICATIONS, AND AMONG OTHERS.
REGARDING TO THE PRODUCT WITH INTERNET ACCESS, THE USE OF PRODUCT SHALL 
BE WHOLLY AT YOUR OWN RISKS. EZVIZ SHALL NOT TAKE ANY RESPONSIBILITES FOR 
ABNORMAL OPERATION, PRIVACY LEAKAGE OR OTHER DAMAGES RESULTING FROM 
CYBER ATTACK, HACKER ATTACK, VIRUS INSPECTION, OR OTHER INTERNET SECURITY 
RISKS; HOWEVER, EZVIZ WILL PROVIDE TIMELY TECHNICAL SUPPORT IF REQUIRED.
SURVEILLANCE LAWS AND DATA PROTECTION LAWS VARY BY JURISDICTION. PLEASE 
CHECK ALL RELEVANT LAWS IN YOUR JURISDICTION BEFORE USING THIS PRODUCT 
IN ORDER TO ENSURE THAT YOUR USE CONFORMS TO THE  APPLICABLE LAW. EZVIZ 
SHALL NOT BE LIABLE IN THE EVENT THAT THIS PRODUCT IS USED WITH ILLEGITIMATE 
PURPOSES. 
IN THE EVENT OF ANY CONFLICTS BETWEEN THE ABOVE AND THE APPLICABLE LAW, 
THE LATTER PREVAILS.
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สิ่งที่บรรจุอยู่ในกล่อง

แผงโซล่าร์เซลล์ ชุดสกรู

แม่แบบเจาะ คู่มือการใช้งานฉบับย่อ

การติดตั้ง

ข้อควรระวัง: เนื่องจากนี่เป็นอุปกรณ์ชาร์จไฟแบบทางเลือก ปริมาณพลังงานที่เกิดจากแผงโซล่าร์เซลล์นี้อาจได้รับผลจากสภาพแวดล้อมที่อยู่โดยรอบที่เกิดขึ้น

จริง ซึ่งโดยส่วนใหญ่คือความเข้มของแสงอาทิตย์และระยะเวลาในการส่องสว่าง หากแบตเตอรี่ของกล้องก�าลังจะหมด โปรดทราบว่าแผงโซล่าร์เซลล์นี้เพียงอย่าง

เดียวไม่สามารถรับประกันได้ว่ากล้องจะยังคงท�างานอยู่ 

1 ต�าแหน่งการติดตั้ง

โปรดติดตั้งแผงโซล่าร์เซลล์ในที่ที่มีแสงอาทิตย์เป็นเวลานานที่สุดตลอดทั้งปี และเลือกพื้นผิวที่เรียบหรือผนังที่เหมาะส�าหรับการติดตั้ง

2 ขั้นตอนการติดตั้ง

เจาะรูแล้วติดตั้งพุกเหล็ก

ขันแหวนอีแปะ แหวนสปริง และน็อตสกรูให้แน่น วางแม่แบบเจาะลงบนพื้นผิวที่คุณต้องการติดตั้งแผงโซล่าร์เซลล์

เมื่อเจาะรูส�าหรับพุกเหล็ก โปรดตรวจสอบให้แน่ใจว่าหัวเจาะมีเส้นผ่าศูนย์กลาง 10 ถึง 11 มม. และได้รูที่มีความลึก 45 ถึง 55 มม.

3 ปรับมุม

คลายสกรูทั้งสองด้านของแผงโซล่าร์เซลล์ ปรับมุมของแผงเพื่อให้รับแสงอาทิตย์โดยตรง จากนั้นขันสกรูกลับให้แน่นทั้งสองด้าน
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ขันสกรูทั้งสองด้านให้แน่นหลังจาก

ปรับแผงโซลาร์เซลล์แล้ว

• โปรดอย่าวางแผงโซล่าร์เซลล์ขนานกับพื้นพอดี

• มุมที่แนะน�า: 25°-40° ดังที่แสดงด้านล่าง

25°-40°

4 เชื่อมต่อกล้อง

ถอดฝาครอบกันน�้าบนช่องเสียบสายชาร์จตามป้าย จากนั้นเชื่อมต่อกับกล้องที่ใช้แบตเตอรี่

• โปรดเก็บฝาครอบกันน�้าที่ถอดออกมาอย่างเหมาะสม

• โปรดอย่าถอดฝาครอบกันน�้าบนช่องเสียบสายชาร์จที่ไม่ใช้งาน

• จะต้องไม่มีสิ่งใดมาบังแผงโซล่าร์เซลล์ มิฉะนั้นจะส่งผลอย่างมากต่อการแปลงพลังงานแสงอาทิตย์เป็นพลังงานไฟฟ้า

• โปรดท�าความสะอาดแผงโซล่าร์เซลล์เป็นประจ�าเพื่อก�าจัดฝุ่นและสิ่งสกปรกอื่นๆ

โปรดไปที่ www.ezvizlife.com/th เพื่อดูข้อมูลโดยละเอียด


