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X5C (ezNVR)
Flexible and Easy to Set Up
Wireless NVR

A wireless NVR with HDMI and VGA outputs that can support up to 4 or 8 Full 
HD Wi-Fi cameras and features a strong, wall-penetrating signal.

4 or 8 Channel X5C (ezNVR) (1TB hard drive preloaded)

Key Features

Wi-Fi signal range up to 
300ft/100m 

Wireless NVR with HDMI/VGA 
output for live viewing or record-
ing

Connect up to 8 1080p Wi-Fi cameras 
(720p default with 1080p manual 
option)

Up to 6TB storage for 24/7 
continuous live viewing and 
recording

Third Party Compatibility



HDMI and VGA outputs

The X5C (ezNVR) works with a variety of monitors.

Supports up to 4 or 8 Wi-Fi cameras

The X5C (ezNVR) connects up to 4 or 8 Wi-Fi cameras so you can monitor different 
rooms simultaneously with multi-split screen monitoring, for complete coverage 
with no blind spots.



The X5C (ezNVR) supports Full HD 1080p live view and video play-
back so you don’t miss a thing (720p default setting, with 1080p 
manual option).

Full HD 1080p video playback

Select from 1TB to 6TB storage options for secure, local storage of your videos.

Up to 6TB of storage



Works with Third-Party IP Cameras
The X5C (ezNVR) works with non-EZVIZ IP cameras that conform to 
third-party standards. Feel free to create your own unique security 
system now that you don’t have to worry about compatibility.*

*Wi-Fi stability may vary from product to product. It is recommended to use EZVIZ Wi-Fi 
Cameras.

Camera 
(Web Service)

Decoder 
(Web Service)

Storage 
(Web Service)

Open Standards

Control Unit Client

With the One-Key Access feature, users can seamlessly add cameras 
to the X5C (ezNVR).

Easy to set up



100 Meters

Wall Penetration

Strong, wall-penetrating signal
The X5C (ezNVR) has a wireless range up to 100 meters in open 
spaces and can penetrate through layers of wall.

Control via the EZVIZ App
With the EZVIZ App, you can remotely control the X5C (ezNVR) to playback 
videos or view live videos even when you are away from home.



Specifications Model X5C-4,X5C-8

Network Specifications

Antenna Number 2

Maximum Wireless Access Bandwidth 30mbps

Maximum Wireless Range 100m

Radio Frequency 2.4GHz

Ethernet Port One 10/100M adaptable Ethernet port

Wired Access Bandwidth 50mbps

Video Output

VGA 1 channel (Homologous to HDMI output)

HDMI 1 Channel

Audio/Video Codec

Access Camera Number 4 / 8

Video Compression H.264

Supports 4*1080P / Supports 8*1080PDecoded Playback

Video Record Management

Video Capture Manual video recording; dynamic detection video; 
regular video recording; alarm recording

Backup Modes Supports hard disk backup, web application backup

HDD

Type One Built-in SATA port

Capability Supports 1TB to 6TB 3.5inch HDD

External Interface

Audio Output Support

Hardware Reset Support

USB2.0 Port 1

Product Dimensions (mm)

length x width x high 235 x 270 x 44.5

Weight

Net Weight <=900g

Packaging Dimensions (mm)

length x width x high 387 x 362 x 75



Specifications are subject to change without notice. EZVIZ is a registered trademark of Hangzhou EZVIZ Network Co., Ltd.
Other brands and product names are trademarks or registered trademarks of their respective holders.

https://www.ezvizlife.com/

Disclaimer:  Wi-Fi performance is affected by several factors. The functional performance of the described product may attenuate when there is interference caused by wireless routers, mobile cellu-
lar 4G base stations, radar, microwave ovens and substations. Being too far from the IP Camera to be linked will affect the wireless performance.

Package Contents: Requirements
- X5C (ezNVR) (with adapter) x1

- Mouse x 1

- 1 Meter Power cable x 1

- Quick Start Guide x 1

- Operating Conditions: 0°C - 40°C, humidity 90% or less

Certificates
FCC/CE/UL/IC/NOM/Reach/WEEE/RoHS/IFETEL


