COPYRIGHT © Hangzhou EZVIZ Software Co., Ltd.. ALL RIGHTS RESERVED.

Any and all information, including, among others, wordings, pictures, graphs are the properties of Hangzhou EZVIZ
Software Co., Ltd. (hereinafter referred to as “EZVIZ"). This user manual (hereinafter referred to as “the Manual”)
cannot be reproduced, changed, translated, or distributed, partially or wholly, by any means, without the prior
written permission of EZVIZ. Unless otherwise stipulated, EZVIZ does not make any warranties, guarantees or
representations, express or implied, regarding to the Manual.

About this Manual

The Manual includes instructions for using and managing the product. Pictures, charts, images and all other
information hereinafter are for description and explanation only. The information contained in the Manual is
subject to change, without notice, due to firmware updates or other reasons. Please find the latest version in the
ezviz ™ website (http://www.ezvizlife.com).

Revision Record

New release — September, 2021

Trademarks Acknowledgement

ezviz™ & ™ and other EZVIZ's trademarks and logos are the properties of EZVIZ in various jurisdictions. Other
trademarks and logos mentioned below are the properties of their respective owners.

Legal Disclaimer

TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THE PRODUCT DESCRIBED, WITH ITS HARDWARE,
SOFTWARE AND FIRMWARE, IS PROVIDED “AS IS”, WITH ALL FAULTS AND ERRORS, AND EZVIZ MAKES NO
WARRANTIES, EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY, SATISFACTORY
QUALITY, FITNESS FOR A PARTICULAR PURPOSE, AND NON-INFRINGEMENT OF THIRD PARTY. IN NO EVENT
WILL EZVIZ, ITS DIRECTORS, OFFICERS, EMPLOYEES, OR AGENTS BE LIABLE TO YOU FOR ANY SPECIAL,
CONSEQUENTIAL, INCIDENTAL, OR INDIRECT DAMAGES, INCLUDING, AMONG OTHERS, DAMAGES FOR LOSS OF
BUSINESS PROFITS, BUSINESS INTERRUPTION, OR LOSS OF DATA OR DOCUMENTATION, IN CONNECTION WITH
THE USE OF THIS PRODUCT, EVEN IF EZVIZ HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.

TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, IN NO EVENT SHALL EZVIZ'S TOTAL LIABILITY
FOR ALL DAMAGES EXCEED THE ORIGINAL PURCHASE PRICE OF THE PRODUCT.

EZVIZ DOES NOT UNDERTAKE ANY LIABILITY FOR PERSONAL INJURY OR PROPERTY DAMAGE AS THE RESULT
OF PRODUCT INTERRUPTION OR SERVICE TERMINATION CAUSED BY: A) IMPROPER INSTALLATION OR USAGE
OTHER THAN AS REQUESTED; B) THE PROTECTION OF NATIONAL OR PUBLIC INTERESTS; C) FORCE MAJEURE;
D) YOURSELF OR THE THIRD PARTY, INCLUDING WITHOUT LIMITATION, USING ANY THIRD PARTY'S PRODUCTS,
SOFTWARE, APPLICATIONS, AND AMONG OTHERS.

REGARDING TO THE PRODUCT WITH INTERNET ACCESS, THE USE OF PRODUCT SHALL BE WHOLLY AT
YOUR OWN RISKS. EZVIZ SHALL NOT TAKE ANY RESPONSIBILITES FOR ABNORMAL OPERATION, PRIVACY
LEAKAGE OR OTHER DAMAGES RESULTING FROM CYBER ATTACK, HACKER ATTACK, VIRUS INSPECTION,
OR OTHER INTERNET SECURITY RISKS; HOWEVER, EZVIZ WILL PROVIDE TIMELY TECHNICAL SUPPORT IF
REQUIRED. SURVEILLANCE LAWS AND DATA PROTECTION LAWS VARY BY JURISDICTION. PLEASE CHECK ALL
RELEVANT LAWS IN YOUR JURISDICTION BEFORE USING THIS PRODUCT IN ORDER TO ENSURE THAT YOUR USE
CONFORMS TO THE APPLICABLE LAW. EZVIZ SHALL NOT BE LIABLE IN THE EVENT THAT THIS PRODUCT IS
USED WITH ILLEGITIMATE PURPOSES.

IN THE EVENT OF ANY CONFLICTS BETWEEN THE ABOVE AND THE APPLICABLE LAW, THE LATTER PREVAILS.
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Especificagoes

Descrigao Purificador de ar

Modelo CS-EB250A

CADR para fumaga 250 mé/h

Tensao 220-240 V~, 50 Hz; 220-230 V~, 60 Hz
Poténcia nominal 45 W; 63 W

Peso bruto/liquido 4,3kg/3,4kg

Dimensoes 238 mm x 238 mm x 409 mm

Indicador de qualidade do ar

Verde Amarelo Vermelho

Indicagao de matéria particulada fina (PM2.5)

Qualidade do ar Indicagao de cor
Boa Verde

Ruim Amarelo
Preocupante Vermelho

Painel de controle
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Toque no botéo "Velocidade do ventilador" para selecionar a velocidade de operagé@o desejada.
Modo repouso: Operagdo com baixo ruido, ideal para dormir

1: Operagao em baixa velocidade

2: Operagcao em média velocidade

3: Operagao em alta velocidade

Toque no botdo "Modo automatico’ do aparelho para ajustar automaticamente a velocidade
do ventilador de acordo com a qualidade do ar do ambiente.

©®

Toque no botédo Timer para configurar o desligamento automatico do aparelho apés um
determinado periodo.

1: Quando selecionado, o aparelho sera desligado automaticamente depois de 1 hora.
2: Quando selecionado, o aparelho serd desligado automaticamente depois de 2 horas.
4: Quando selecionado, o aparelho sera desligado automaticamente depois de 4 horas.
8: Quando selecionado, o aparelho serd desligado automaticamente depois de 8 horas.

Serve para ligar e desligar o ionizador.
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Quando o filtro chega ao final de sua vida Util recomendada, o simbolo "(®)" pisca como
lembrete para que o usuério troque o filtro o mais rapido possivel. Apds trocar o filtro,
pressione os botdes "(2)-+-(®)" por 5 segundos para redefinir o timer do filtro. Vocé ouvird um
longo bipe assim que o timer do filtro for redefinido.

Pressione "@®)-s-@" por 5 segundos para ativar/desativar a fungdo de bloqueio para
criangas.

Instalacao

1. Segure a tampa giratéria na parte inferior do produto e gire-a no sentido anti-horario, na dire¢do da trava, para
retirar o filtro. Remova o saco do filtro e recoloque o produto na méaquina.
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2. Ap6s o filtro ser colocado na maquina, alinhe o formato de tridngulo da tampa inferior com o triangulo da
magquina e gire no sentido horario para apertar.
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Resolucao de problemas

Problema

Causa provavel

Solucao

Falha ao ligar a unidade

0 cabo de alimentagao nao esta bem
conectado a tomada

Conecte firmemente a unidade

A tampa frontal ndo estd presa

Verifique se a tampa frontal estd
bem fechada

Som anormal e baixo fluxo de ar
durante a operagao

Verifique se o saco de PE do filtro foi
removido

Remova o saco de PE do filtro

Verifique se a entrada e a saida de ar
estao obstruidas

Desligue a unidade e remova a
obstrucao de objetos

Odor estranho

Unidade recém-montada

O odor desaparecera em breve

Se alguém estiver fumando

0 odor desaparecera depois de um
tempo

Se o filtro tiver adsorvido muita
fumaca

Estd na hora de trocar os filtros

Limpe ou troque os filtros
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