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Any and all information, including, among others, wordings, pictures, graphs are the properties of Hangzhou
EZVIZ Network Co., Ltd. (hereinafter referred to as “EZVIZ") and/or ShenZhen Desun Energy Tech. Co., Ltd
(hereinafter referred to as “Desun Energy"). This user manual (hereinafter referred to as “the Manual") cannot
be reproduced, changed, translated, or distributed, partially or wholly, by any means, without the prior written
permission of EZVIZ and Desun Energy. Unless otherwise stipulated, EZVIZ and/or Desun Energy do not
make any warranties, guarantees or representations, express or implied, regarding to the Manual.

About the Product

The products described in this Manual are manufactured by Desun Energy, which solely and independently
assumes all responsibilities and risks related to the original design and the quality of the Product. EZVIZ is
the seller of this product, as well as the brand owner for marketing promotion. For the convenience of users,
EZVIZ may also provide users with certain after-sales consulting and support services, which will be subject
to the scope stated in this Manual.

About this Manual

The Manual includes instructions for using and managing the product. Pictures, charts, images and all other
information hereinafter are for description and explanation only. The information contained in the Manual is
subject to change, without notice, due to firmware updates or other reasons. Please find the latest version in
the EZVIZ website (http://www.ezviz.com).

Trademarks Acknowledgement

ezviz" &3 ™ and other EZVIZ's trademarks and logos are the properties of EZVIZ in various jurisdictions,

and EZVIZ hereby authorizes Desun Energy to use these trademarks on the Products. Other trademarks and
logos mentioned below are the properties of their respective owners.

Legal Disclaimer

TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THE PRODUCT DESCRIBED, WITH ITS
HARDWARE, SOFTWARE AND FIRMWARE, IS PROVIDED “AS IS", WITH ALL FAULTS AND ERRORS, AND
EZVIZ AND/OR Desun Energy MAKES NO WARRANTIES, EXPRESS OR IMPLIED, INCLUDING WITHOUT
LIMITATION,MERCHANTABILITY, SATISFACTORY QUALITY, FITNESS FOR A PARTICULAR PURPOSE, AND
NON-INFRINGEMENT OF THIRD PARTY. IN NO EVENT WILL EZVIZ AND/OR Desun Energy, ITS DIRECTORS,
OFFICERS, EMPLOYEES,OR AGENTS BE LIABLE TO YOU FOR ANY SPECIAL, CONSEQUENTIAL, INCIDENTAL,
OR INDIRECT DAMAGES,INCLUDING, AMONG OTHERS, DAMAGES FOR LOSS OF BUSINESS PROFITS,
BUSINESS INTERRUPTION, OR LOSS OF DATA OR DOCUMENTATION, IN CONNECTION WITH THE USE OF
THIS PRODUCT, EVEN IF EZVIZ AND/OR Desun Energy HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH
DAMAGES.

TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, IN NO EVENT SHALL EZVIZ'S AND/OR Desun
Energy'S TOTAL LIABILITY FOR ALL DAMAGES EXCEED THE ORIGINAL PURCHASE PRICE OF THE PRODUCT.
EZVIZ AND/OR Desun Energy DOES NOT UNDERTAKE ANY LIABILITY FOR PERSONAL INJURY OR
PROPERTY DAMAGE AS THE RESULT OF PRODUCT INTERRUPTION OR SERVICE TERMINATION CAUSED BY:
A) IMPROPER INSTALLATION OR USAGE OTHER THAN AS REQUESTED; B) THE PROTECTION OF NATIONAL
OR PUBLIC INTERESTS; C) FORCE MAJEURE; D) YOURSELF OR THE THIRD PARTY, INCLUDING WITHOUT
LIMITATION, USING ANY THIRD PARTY'S PRODUCTS, SOFTWARE, APPLICATIONS, AND AMONG OTHERS.
REGARDING TO THE PRODUCT WITH INTERNET ACCESS, THE USE OF PRODUCT SHALL BE WHOLLY AT
YOUR OWN RISKS. EZVIZ AND/OR Desun Energy SHALL NOT TAKE ANY RESPONSIBILITES FOR ABNORMAL
OPERATION, PRIVACY LEAKAGE OR OTHER DAMAGES RESULTING FROM CYBER ATTACK, HACKER ATTACK,
VIRUS INSPECTION, OR OTHER INTERNET SECURITY RISKS; HOWEVER, EZVIZ AND/OR Desun Energy WILL
PROVIDE TIMELY TECHNICAL SUPPORT IF REQUIRED. SURVEILLANCE LAWS AND DATA PROTECTION LAWS
VARY BY JURISDICTION. PLEASE CHECK ALL RELEVANT LAWS IN YOUR JURISDICTION BEFORE USING
THIS PRODUCT IN ORDER TO ENSURE THAT YOUR USE CONFORMS TO THE APPLICABLE LAW. EZVIZ AND/
OR Desun Energy SHALL NOT BE LIABLE IN THE EVENT THAT THIS PRODUCT IS USED WITH ILLEGITIMATE
PURPOSES.

IN THE EVENT OF ANY CONFLICTS BETWEEN THE ABOVE AND THE APPLICABLE LAW, THE LATTER
PREVAILS.
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VIGTIGE SIKKERHEDSANVISNINGER

1.

Vedligeholdelse

Brug ikke kemikalier eller rensemidler til renggring af produktet. Tgr eventuelt snavs af overfladen eller
porten med en tgr, blgd klud.

. ADVARSLER

Grundleeggende forholdsregler skal altid overholdes, nar produktet bruges, herunder fglgende:
Lees alle anvisninger, fgr produktet bruges.

+ Born skal altid veere under konstant opsyn, nar produktet bruges i naerheden, for at reducere risikoen for

personskade.

+ Udseet ikke produktet for regn eller sne.
+ Brug ikke produktet, hvis ledningen eller stikket eller udgangskablet er beskadiget.

Skil ikke produktet ad. Aflevér det til en kvalificeret tekniker, nar der er brug for service eller reparation.
Ukorrekt samling kan medfgre risiko for brand eller elektrisk stgd.

Udseet ikke produktet for ild eller hgje temperaturer. Eksponering for ild eller temperaturer over 130 °C kan
medfgre en eksplosion.

== . Jaevnstrgm.

Da solpanelets effektivitet afhanger af lysintensiteten og den anvendte haldningsvinkel, kan panelets
opladningseffekt pavirkes af en reekke faktorer, som f.eks. vejrforhold, seesonbestemte andringer
og placering. Produktets installation og tilslutning skal udfgres strengt i overensstemmelse med
anvisningerne i brugervejledningen.

+ Kun produktets hoveddel er vandteet. Tilslutningsdasen og tilslutningspunkterne mé ikke nedsaenkes i

vand.

* Produktet ma ikke komme i kontakt med steerkt setsende stoffer eller nedsaenkes i setsende vaesker.
« Nar panelet skal opbevares, skal det altid sikres, at de positive og negative poler pa tilslutningsdasen ikke

udseettes for sollys.

* Produktet og den pageeldende tilslutningsdase ma kun abnes eller adskilles af kvalificeret personale for

at undga risikoen for personskade.

+ Ugnskede solpaneler skal bortskaffes i overensstemmelse med de lokale lovbestemte krav.

. Undga

+ For at undga at beskadige produktet ma du ikke bruge skarpe genstande pa panelets overflade, og du méa

ikke banke eller sla produktet.

« Du ma ikke trykke pa panelet eller tillade, at panelet tabes pa nogen af dets hjgrner, sider eller flader.

Sadanne handlinger kan medfgre skade pa solpanelet.

+ Panelet ma ikke bankes, udsaettes for kraftigt tryk eller bgjes under transport, rotation eller installation. Vi

anbefaler, at panelet holdes i lodret stilling, nar det flyttes eller opbevares.




Kassens indhold
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Beerbart solpanel (x 1) Startvejledning (x 1)
0 Udseendet pa det kgbte produkt geelder.

Brugen af solpanelet

o FORSIGTIG: Som alternativt udstyr til opladning kan strammaengden, der genereres af dette solpanel, pavirkes af
omgivelserne omkring det, iseer af sollysets intensitet og belysningens varighed.

1. Fold solpanelet ud, og brug fadderne til at stgtte det.
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2. Oplad din strgmstation ved hjzelp af solpanelets opladningskabel.
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Strgmstation o Solpanel

o +Undlad at placere solpanelet fuldstaendig parallelt med jorden, sa det ikke samler stgv og andet snavs.
+Solpanelet skal tippes, sa det modtager solens straler bedst muligt, og den anbefalede vinkel er 25-40 grader.
*Fjern stgv og snavs fra solpanelets overflade regelmaessigt, sa du undgar, at panelets energiproduktionseffektivitet
pavirkes.



Tekniske specifikationer

Specifikationer med forbehold for aendringer.

1. PSP100

2. PSP200

Model PSP100

Maks. effekt 100 W

Solpanel Monokrystallin silikonecelle
Materiale ETFE

Hastighed for omdannelse af
solenergi

23 %

Udgangsstik

MC4 1.000 £10 mm

Spaending for abent kredslgb (23,8 V
Spaending for kortslutning 533 A
Spaending ved maks. 198V
belastning

Spanding ved maks. 5,05A
stromstyrke

Driftstemperatur -20°C til +60 °C
Nettovaegt 4,9 kg 0,5 kg

Stgrrelse nar udfoldet

1.380 x 540 x 36 mm +5 mm

Storrelse nar foldet

540 x 400 x 64 mm 5 mm

Model PSP200

Maks. effekt 200 W

Solpanel Monokrystallin silikonecelle
Materiale ETFE

Hastighed for omdannelse af
solenergi

23 %

Udgangsstik

MC4 1.000 £10 mm

Spaending for abent kredslgb

238V

Spaending for kortslutning

10,66 A

Spaending ved maks. belastning| 19,8 V

Spaending ved maks. 10,1 A
stromstyrke

Driftstemperatur -20 °C til +60 °C
Nettovaegt 8,5 kg +0,5 kg

Storrelse nar udfoldet

2.379 x 540 x 33 mm 5 mm

Storrelse nar foldet

647 x 540 x 60 mm 5 mm
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