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Any and all information, including, among others, wordings, pictures, graphs are the properties of Hangzhou
EZVIZ Network Co., Ltd. (hereinafter referred to as “EZVIZ") and/or ShenZhen Desun Energy Tech. Co., Ltd
(hereinafter referred to as “Desun Energy"). This user manual (hereinafter referred to as “the Manual") cannot
be reproduced, changed, translated, or distributed, partially or wholly, by any means, without the prior written
permission of EZVIZ and Desun Energy. Unless otherwise stipulated, EZVIZ and/or Desun Energy do not
make any warranties, guarantees or representations, express or implied, regarding to the Manual.

About the Product

The products described in this Manual are manufactured by Desun Energy, which solely and independently
assumes all responsibilities and risks related to the original design and the quality of the Product. EZVIZ is
the seller of this product, as well as the brand owner for marketing promotion. For the convenience of users,
EZVIZ may also provide users with certain after-sales consulting and support services, which will be subject
to the scope stated in this Manual.

About this Manual

The Manual includes instructions for using and managing the product. Pictures, charts, images and all other
information hereinafter are for description and explanation only. The information contained in the Manual is
subject to change, without notice, due to firmware updates or other reasons. Please find the latest version in
the EZVIZ website (http://www.ezviz.com).

Trademarks Acknowledgement

ezviz" &3 ™ and other EZVIZ's trademarks and logos are the properties of EZVIZ in various jurisdictions,

and EZVIZ hereby authorizes Desun Energy to use these trademarks on the Products. Other trademarks and
logos mentioned below are the properties of their respective owners.

Legal Disclaimer

TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THE PRODUCT DESCRIBED, WITH ITS
HARDWARE, SOFTWARE AND FIRMWARE, IS PROVIDED “AS IS", WITH ALL FAULTS AND ERRORS, AND
EZVIZ AND/OR Desun Energy MAKES NO WARRANTIES, EXPRESS OR IMPLIED, INCLUDING WITHOUT
LIMITATION,MERCHANTABILITY, SATISFACTORY QUALITY, FITNESS FOR A PARTICULAR PURPOSE, AND
NON-INFRINGEMENT OF THIRD PARTY. IN NO EVENT WILL EZVIZ AND/OR Desun Energy, ITS DIRECTORS,
OFFICERS, EMPLOYEES,OR AGENTS BE LIABLE TO YOU FOR ANY SPECIAL, CONSEQUENTIAL, INCIDENTAL,
OR INDIRECT DAMAGES,INCLUDING, AMONG OTHERS, DAMAGES FOR LOSS OF BUSINESS PROFITS,
BUSINESS INTERRUPTION, OR LOSS OF DATA OR DOCUMENTATION, IN CONNECTION WITH THE USE OF
THIS PRODUCT, EVEN IF EZVIZ AND/OR Desun Energy HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH
DAMAGES.

TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, IN NO EVENT SHALL EZVIZ'S AND/OR Desun
Energy'S TOTAL LIABILITY FOR ALL DAMAGES EXCEED THE ORIGINAL PURCHASE PRICE OF THE PRODUCT.
EZVIZ AND/OR Desun Energy DOES NOT UNDERTAKE ANY LIABILITY FOR PERSONAL INJURY OR
PROPERTY DAMAGE AS THE RESULT OF PRODUCT INTERRUPTION OR SERVICE TERMINATION CAUSED BY:
A) IMPROPER INSTALLATION OR USAGE OTHER THAN AS REQUESTED; B) THE PROTECTION OF NATIONAL
OR PUBLIC INTERESTS; C) FORCE MAJEURE; D) YOURSELF OR THE THIRD PARTY, INCLUDING WITHOUT
LIMITATION, USING ANY THIRD PARTY'S PRODUCTS, SOFTWARE, APPLICATIONS, AND AMONG OTHERS.
REGARDING TO THE PRODUCT WITH INTERNET ACCESS, THE USE OF PRODUCT SHALL BE WHOLLY AT
YOUR OWN RISKS. EZVIZ AND/OR Desun Energy SHALL NOT TAKE ANY RESPONSIBILITES FOR ABNORMAL
OPERATION, PRIVACY LEAKAGE OR OTHER DAMAGES RESULTING FROM CYBER ATTACK, HACKER ATTACK,
VIRUS INSPECTION, OR OTHER INTERNET SECURITY RISKS; HOWEVER, EZVIZ AND/OR Desun Energy WILL
PROVIDE TIMELY TECHNICAL SUPPORT IF REQUIRED. SURVEILLANCE LAWS AND DATA PROTECTION LAWS
VARY BY JURISDICTION. PLEASE CHECK ALL RELEVANT LAWS IN YOUR JURISDICTION BEFORE USING
THIS PRODUCT IN ORDER TO ENSURE THAT YOUR USE CONFORMS TO THE APPLICABLE LAW. EZVIZ AND/
OR Desun Energy SHALL NOT BE LIABLE IN THE EVENT THAT THIS PRODUCT IS USED WITH ILLEGITIMATE
PURPOSES.

IN THE EVENT OF ANY CONFLICTS BETWEEN THE ABOVE AND THE APPLICABLE LAW, THE LATTER
PREVAILS.
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INSTRUCTIUNI IMPORTANTE PRIVIND SIGURANTA

1. Intretinere

Nu utilizati substante chimice sau detergenti pentru a curata acest produs. Daca suprafata sau portul
produsului este murdar, stergeti-1 cu o laveta uscata si moale.

2. AVERTISMENTE

Cand utilizati acest produs, trebuie respectate intotdeauna masurile de precautie de baza, inclusiv
urmatoarele:

Cititi toate instructiunile inainte de a utiliza produsul.

Pentru a reduce riscul de vatamare, este necesara supravegherea atenta atunci cand un produs este
utilizat in apropierea copiilor.

Nu expuneti produsul la ploaie sau zapada.

Nu operati produsul cu un cablu sau o priza deteriorata sau cu un cablu de iesire deteriorat.

Nu dezasamblati produsul. Atunci cand este necesara efectuarea unor lucrari de intretinere sau reparatii,
duceti produsul la o persoana de service calificata. Reasamblarea incorecta poate duce la un risc de
incendiu sau soc electric.

Nu expuneti produsul la foc sau temperaturi ridicate. Expunerea la foc sau la temperaturi de peste 130°C
poate provoca o explozie.

= = = Curent direct.

Intrucat eficienta panoului solar depinde de intensitatea luminii si de unghiul de inclinare utilizat, puterea
de incarcare a panoului solar poate fi afectata de un numar de factori precum conditiile meteorologice,
schimbarile sezoniere si locatia. Instalarea si conectarea acestui produs trebuie efectuate strict in
conformitate cu instructiunile din manualul de utilizare.

Doar corpul principal al acestui produs este impermeabil. Doza de derivatie si punctele de conexiune nu
trebuie scufundate in apa.

Acest produs nu trebuie sa intre in contact cu substante foarte corozive sau scufundat in lichide corozive.
La depozitarea panoului, asigurati-va intotdeauna ca bornele pozitive si negative ale cutiei de jonctiune
nu sunt expuse luminii solare.

Pentru a evita pericolul de ranire, acest produs si doza de derivatie aferenta trebuie deschise sau
dezasamblate numai de personal calificat.

Panourile solare nedorite trebuie eliminate in conformitate cu cerintele legale locale.

3. De evitat

Pentru a evita deteriorarea produsului, nu folositi obiecte ascutite pe suprafata panoului si nu loviti sau
izbiti produsul.

Nu aplicati presiune pe panou si nu lasati panoul sa cada pe vreunul dintre colturile, laturile sau fetele
sale. Aceste actiuni pot avea ca rezultat avarierea panoului solar.

+ Panoul nu trebuie lovit, expus presiunilor ridicate sau indoit in timpul transportului, rotirii sau instalarii.
Recomandam mentinerea panoului intr-o pozitie verticala atunci cand este mutat sau depozitat.




Continutul cutiei

S ezviz

Quick Start Guide
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Panou solar portabil (x1) Ghid de initiere rapida (x1)

0 Aspectul produsului face obiectul celui pe care I-ati achizitionat.

Utilizarea panoului solar

o ATENTIE: Ca echipament de incarcare alternativ, cantitatea de energie generata de catre acest panou solar poate fi afectata
de mediul inconjurator propriu-zis, in special de intensitatea luminii solare si de durata de iluminare.

1. Desfaceti panoul solar si utilizati picioarele pentru a-I sprijini.

-

2. Incércati centrala dvs. electrica utilizand cablul de incarcare de la panoul solar.

Picior Picior
[ ] °
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R

Port MC4
Centrala electrica o Panou solar

o *Va rugam sa nu asezati panoul solar complet paralel cu solul, pentru a evita praful sau alte murdarii.
«Panoul solar trebuie sa fie inclinat pentru a primi radiatie solara maxima, iar unghiul de inclinare recomandat este de
25° - 40°.
+Va rugam sa curatati la timp praful si murdaria de pe suprafata panoului solar pentru a evita afectarea eficientei de
generare a energiei electrice a acestuia.



Specificatii tehnice

Specificatiile fac obiectul modificarilor.

1. PSP100

2. PSP200

Model PSP100

Putere max. 100 W

Panou solar Celula din silicon monocristalin
Material ETFE

Rata de conversie a energiei
solare

23%

Interfata de iegire

MC4 1000 + 10 mm

Tensiunea circuitului deschis 23,8V

Curent de scurtcircuit 533 A

Tensiune in sarcina maxima [19,8V

Curent in sarcina maxima 5,05 A

Temperatura de functionare |-20 °C pana la 60 °C
Greutate neta 49Kg+0,5Kg

Dimensiuni in stare pliata

1380%540+*36 mm £ 5 mm

Dimensiuni in stare desfacuta

54040064 mm = 5 mm

Model PSP200

Putere max. 200 W

Panou solar Celula din silicon monocristalin
Material ETFE

Rata de conversie a energiei
solare

23%

Interfata de iegire

MC4 1000 + 10 mm

Tensiunea circuitului deschis 23,8V

Curent de scurtcircuit 10,66 A

Tensiune in sarcina maxima 19,8V

Curent in sarcina maxima 10,1 A

Temperatura de functionare -20 °C panala 60 °C
Greutate neta 8,5 Kg+0,5Kg

Dimensiuni in stare pliata

2379%540*33 mm £ 5 mm

Dimensiuni in stare desfacuta

647+540+60 mm = 5 mm




	INSTRUCŢIUNI IMPORTANTE PRIVIND SIGURANŢA
	1.	Întreţinere
	2.	AVERTISMENTE
	3.	De evitat

	Conţinutul cutiei
	Utilizarea panoului solar
	Specificaţii tehnice
	1.	PSP100
	2.	PSP200


