
COPYRIGHT © Hangzhou EZVIZ Software Co., Ltd. ALL RIGHTS RESERVED.
Any and all information, including, among others, wordings, pictures, graphs are the 
properties of Hangzhou EZVIZ Software Co., Ltd. (hereinafter referred to as “EZVIZ”). 
This user manual (hereinafter referred to as “the Manual”) cannot be reproduced, 
changed, translated, or distributed, partially or wholly, by any means, without the prior 
written permission of EZVIZ. Unless otherwise stipulated, EZVIZ does not make any 
warranties, guarantees or representations, express or implied, regarding to the Manual.
About this Manual
The Manual includes instructions for using and managing the product. Pictures, charts, 
images and all other information hereinafter are for description and explanation only. 
The information contained in the Manual is subject to change, without notice, due to 
firmware updates or other reasons. Please find the latest version in the  ™ 
website (http://www.ezvizlife.com).
Revision Record
New release – January, 2022
Trademarks Acknowledgement

 ™,  ™, and other EZVIZ’s trademarks and logos are the properties of EZVIZ 
in various jurisdictions. Other trademarks and logos mentioned below are the properties 
of their respective owners.
Legal Disclaimer
TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THE PRODUCT 
DESCRIBED, WITH ITS HARDWARE, SOFTWARE AND FIRMWARE, IS PROVIDED 
“AS IS”, WITH ALL FAULTS AND ERRORS, AND EZVIZ MAKES NO WARRANTIES, 
EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY, 
SATISFACTORY QUALIT Y,  F ITNESS FOR A  PARTICUL AR PURPOSE ,  AND  
NON-INFRINGEMENT OF THIRD PARTY. IN NO EVENT WILL EZVIZ, ITS DIRECTORS, 
OFFICERS, EMPLOYEES, OR AGENTS BE LIABLE TO YOU FOR ANY SPECIAL, 
CONSEQUENTIAL, INCIDENTAL, OR INDIRECT DAMAGES, INCLUDING, AMONG OTHERS, 
DAMAGES FOR LOSS OF BUSINESS PROFITS, BUSINESS INTERRUPTION, OR LOSS OF 
DATA OR DOCUMENTATION, IN CONNECTION WITH THE USE OF THIS PRODUCT, EVEN 
IF EZVIZ HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. 
TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, IN NO EVENT SHALL 
EZVIZ’S TOTAL LIABILITY FOR ALL DAMAGES EXCEED THE ORIGINAL PURCHASE 
PRICE OF THE PRODUCT. 
EZVIZ DOES NOT UNDERTAKE ANY LIABILITY FOR PERSONAL INJURY OR PROPERTY 
DAMAGE AS THE RESULT OF PRODUCT INTERRUPTION OR SERVICE TERMINATION 
CAUSED BY: A) IMPROPER INSTALLATION OR USAGE OTHER THAN AS REQUESTED; 
B) THE PROTECTION OF NATIONAL OR PUBLIC INTERESTS; C) FORCE MAJEURE; D) 
YOURSELF OR THE THIRD PARTY, INCLUDING WITHOUT LIMITATION, USING ANY THIRD 
PARTY’S PRODUCTS, SOFTWARE, APPLICATIONS, AND AMONG OTHERS.
REGARDING TO THE PRODUCT WITH INTERNET ACCESS, THE USE OF PRODUCT SHALL 
BE WHOLLY AT YOUR OWN RISKS. EZVIZ SHALL NOT TAKE ANY RESPONSIBILITES FOR 
ABNORMAL OPERATION, PRIVACY LEAKAGE OR OTHER DAMAGES RESULTING FROM 
CYBER ATTACK, HACKER ATTACK, VIRUS INSPECTION, OR OTHER INTERNET SECURITY 
RISKS; HOWEVER, EZVIZ WILL PROVIDE TIMELY TECHNICAL SUPPORT IF REQUIRED. 
SURVEILLANCE LAWS AND DATA PROTECTION LAWS VARY BY JURISDICTION. 
PLEASE CHECK ALL RELEVANT LAWS IN YOUR JURISDICTION BEFORE USING THIS 
PRODUCT IN ORDER TO ENSURE THAT YOUR USE CONFORMS TO THE APPLICABLE 
LAW. EZVIZ SHALL NOT BE LIABLE IN THE EVENT THAT THIS PRODUCT IS USED WITH 
ILLEGITIMATE PURPOSES. 
IN THE EVENT OF ANY CONFLICTS BETWEEN THE ABOVE AND THE APPLICABLE LAW, 
THE LATTER PREVAILS.
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อุปกรณ์การติดตั้ง

แผงโซล่าร์เซลล์ (x1) ที่รองยึดการติดตั้งแบบปรับได้ (x1)

ชุดสกรู (x1) คู่มือการเริ่มต้นฉบับย่อ (x1) แม่แบบเจาะ (x1)

การติดตั้ง
คุณสามารถติดตั้งแผงโซล่าร์เซลล์บนผนังหรือเพดาน

ข้อควรระวัง: ในฐานะที่เป็นอุปกรณ์ชาร์จไฟแบบทางเลือก ปริมาณพลังงานที่เกิดจากแผงโซล่าร์เซลล์นี้อาจได้

รับผลกระทบจากสภาพแวดล้อมที่อยู่โดยรอบ ซึ่งโดยส่วนใหญ่คือความเข้มของแสงอาทิตย์และระยะเวลาในการ

ส่องสว่าง หากกล้องที่ใช้แบตเตอรี่หมดพลังงานเร็ว โปรดจ�าไว้ว่าแผงโซล่าร์เซลล์นี้เพียงอย่างเดียวไม่สามารถรับ

ประกันได้ว่ากล้องจะยังคงท�างานอยู่ 

1 ติดตั้งที่รองยึด
 - วางแม่แบบเจาะบนพื้นผิวที่สะอาดและเรียบ

 - (ส�าหรับผนังซีเมนต์/เพดานเท่านั้น) เจาะรูสกรูตามแม่แบบ แล้วใส่พุก

 - ใช้สกรูสามตัวเพื่อยึดที่รองยึด

สกรูแม่แบบเจาะ

พุก

เมื่อเจาะรูส�าหรับพุกเหล็ก โปรดตรวจสอบให้แน่ใจว่าหัวเจาะมีเส้นผ่าศูนย์กลาง 5.5 ถึง 6 มม. และได้รูที่มีความ

ลึกไม่น้อยกว่า 25 มม.
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2 การติดตั้งแผงโซล่าร์เซลล์
 - ติดตั้งแผงโซล่าร์เซลล์บนที่รองยึด

 - ขันสกรูยึดให้แน่น

สกรูปรับมุม สกรูยึด

3 การปรับมุม
 - คลายสกรูปรับมุม

 - ปรับมุมของแผงโซลาร์เซลล์ตามต�าแหน่งที่คุณต้องการ 

 - ขันสกรูปรับมุมให้แน่นเมื่อแผงโซลาร์เซลล์อยู่ในต�าแหน่งที่คุณต้องการแล้ว 

• โปรดอย่าวางแผงโซล่าร์เซลล์ขนานกับพื้นพอดีเพื่อหลีกเลี่ยงฝุ่นหรือสิ่งสกปรกอื่น ๆ

• ควรเอียงแผงโซล่าร์เซลล์เพื่อรับแสงอาทิตย์ได้สูงสุด โดยมุมเอียงที่แนะน�าคือ 25°-40°

4 ชาร์จกล้องที่ใช้แบตเตอรี่
 - เชื่อมต่อกับกล้องที่ใช้แบตเตอรี่

อินเตอร์เฟซที่ออกแบบมาเพื่อกันน�้า

• เพื่อให้สอดคล้องกับข้อก�าหนดด้านกฎระเบียบและความปลอดภัย 

ควรรักษาช่วงอุณหภูมิแวดล้อมในการท�างานส�าหรับการชาร์จแบตเตอรี่ไว้ที่ 0-45°C

• โปรดไปที่ www.ezvizlife.com/th เพื่อดูข้อมูลที่มีรายละเอียดเพิ่มเติม


