X3C (ezNAS)
Wireless Video Recorder

Versatile and Easy to Set Up
The powerful 2-in-1 X3C (ezNAS) has a strong, wall-penetrating signal and can serve as
a router as well as a video recorder.

Key Features
4 built-in network ports.
Supports access to FHD IP
cameras and repeaters

Supports 2.4GHz and 5GHz
dual-band Wi-Fi

Supports up to 8 Wi-Fi and
wired cameras (max. 4 wired
cameras)

Built-in hard disk. Supports up to 6TB
and 24/7 around-the-clock recording.

Supports H.264/H.265
cameras

Wi-Fi range up to 100
meters

Supports EZVIZ Cloud services
for remote playback via mobile
phones and tablets

Works as a router
Equipped with 4 built-in network ports.

4 Network Ports

Works as a video recorder
Supports up to 8 EZVIZ Full HD Wi-Fi and wired cameras (max. 4 wired
cameras), for complete coverage with no blind spots.

Flexible capability
Supports H.264/H.265 cameras and 2.4GHz/5GHz Wi-Fi frequencies.

H.264/H.265
Camera

Up to 6TB of storage
Select from 1TB to 6TB storage options for secure, local storage of your videos.

2.4GHz/5GHz
Wi-Fi

Strong, wall-penetrating signal

100 Meters

The X3C (ezNAS) has a wireless range up to 100 meters in open
spaces and can penetrate through 3 layers of wall.

Wall Penetration

Control via the EZVIZ App
With the EZVIZ App, you can remotely control the X3C (ezNAS) to
playback videos or view live videos even when you are away from
home.

Specifications

Model CS-X3-8E;CS-X3-8E/2T

Video /Audio Input

HDD

Supports up to 8 wireless cameras and 4 wired cameras

No HDD or Built-in 2TB HDD (supports up to 6TB).
Support 3.5 inch, compatible with 2.5inch. Power consumption < 7 watts

Network Input Bandwidth
50Mbps

Power
DC 12V 1.5A, power consumption < 10 watts
The adapter supports a wide voltage range from 100V~240V

Network Interface
Dimensions
4 RJ-45 10/100Mbps Self-adaptive Ethernet ports and 1 WAN port

Wi-Fi
Supports 2.4GHz and 5GHz. The actual available channels may vary according
to local regulations where the product is sold. Maximum rate 1266Mbs
(300+866) 802.11b/g/n max:300Mbps, 802.11a/ac max:866Mbps

Product Dimensions

230mm x 156mm x 60mm (Antenna: 200mm)

Packaging Dimensions

295 x 285 x 96mm

Weight
1.8kg

Package Contents:

Requirements

- X3C (ezNAS) (with adapter) x1

- Operating Conditions: 0°C - 40°C, humidity 90% or less

- Mouse x 1
- 1.5 Meters Power Cable x 1
- Quick Start Guide x 1

Certificates
FCC/CE/UL/IC/NOM/Reach/WEEE/RoHS/IFETEL

Disclaimer: Wi-Fi performance is affected by several factors. The functional performance of the described product may attenuate when there is interference caused by wireless routers, mobile
cellular 4G base stations, radar, microwave ovens and substations. Being too far from the IP Camera to be linked will affect the wireless performance.
Speciﬁcations are subject to change without notice. EZVIZ is a registered trademark of Hangzhou EZVIZ Network Co., Ltd.
Other brands and product names are trademarks or registered trademarks of their respective holders.

https://www.ezvizlife.com/

